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Product  Description 
 

 

 

    
MBSMBSMBSMBS MICROline bracket spacer – Increases the distance from the 
MICROline to the wall to allow up to 30 degrees vertical tilt angle 
 
 

     

MZ1 bracket and with MICROzone fitted 

    
MZ1MZ1MZ1MZ1 Bracket for MICROzone – Facilitates mounting of a MICROzone 
and its power supply below or above a flat surface such as a desk top 
or lectern 
  
 

 

    
MZ2MZ2MZ2MZ2 MICROzone 19-inch 2U panel – Rack mount panel for two 
MICROzone amplifier/controllers 
 
 

 

    
MZ2.1MZ2.1MZ2.1MZ2.1 MICROzone 19-inch 2U panel – Rack mount panel for one 
MICROzone amplifier/controller left or right 
 
 

 

    
MZ2.2MZ2.2MZ2.2MZ2.2 MICROzone 19-inch 2U panel – Rack mount panel for one 
MICROzone amplifier/controller centre 
 
 

 

RIR front (IR receiver) and back (RJ45 connector) 

    
RIRRIRRIRRIR Remote IR receiver – Flush or surface mount remote IR receiver. 
Connects to MICROzone via RJ45 connectors and CAT5 cable (not 
supplied) 
 
 

 

 

    
WMR WMR WMR WMR Wall-mount remote - 85mm square front-panel. Fits a standard 
UK lighting switch back-box. Connects to MICROzone via RJ45 
connectors and CAT5 cable (not supplied). Controls source selection, 
mute, standby and volume. It also houses an infrared receiver to allow 
for use of the IR remote control unit supplied with the MICROzone. 
 
    

 

MFS - shown with MICROpoint fitted 

    
MFSMFSMFSMFS MICROpoint / MICROline floor stand – 1m high floor stand for 

vertical or horizontal mounting of MICROpoint and MICROline 
loudspeakers. All steel construction, black finish 
 
 

 


